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connections 


Use shielded audio cables for all connections. 

Two Stereo Inputs — Connect the line level outputs 
from one device to the mixer's AUX 1 INPUT R and L 
jacks. Connect the line level outputs from the second 
device to the mixer's AUX 2 INPUT R and L jacks. 

Four Stereo as Mono — Use shielded Y-adapters at 
each source's left and right outputs, and connect a 
separate source to each mixer jack (AUX 1 R, AUX 1 L, 

AUX 2 R, or AUX 2 L). 

Four Mono Inputs — Connect each source to each 
mixer input jack (AUX 1 R, AUX 1 L, AUX 2 R, AUX 2 L). 

Two Mono as Stereo — Use shielded Y-adapters at 
each source's mono outputs. Connect one source to 
AUX 1 R and L and connect the other source to AUX 2 R 
and L 

Connect up to four microphones to the mixers's 
MIC (1-4) jacks. 
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To play the mixer's output through your speaker 
system, use an audio patch cord (not supplied) to 
connect the mixer's OUTPUT L and R jacks to your 
receiver/amplifier's line input jacks. 



MIC jacks 


powering your mixer 
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using a battery 

You can power the 
mixer with a 9-volt 
battery (not supplied). 

1 . Remove the battery 
compartment 
cover. 

2. Insert the battery. 

3. Replace the cover. 

Replace the battery when RATTERYLOW lights. 



using AC power 

Insert a 9V AC adapter (not supplied) barrel plug into 
the mixer's DC 9V jack. Plug the AC adapter's other 
end into a standard AC outlet. 
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^ using your mixer Jj 

1 . Set POWER to ON to turn on the mixer. 

2. Turn on the output amplifier and set its volume 
to minimum. 

3. Set the audio device's volume to minimum. Turn 
it on, and set it to play (or continuously talk into 
the microphone). 

4. Set the mixer's CHANNEL 1 , CHANNEL 2, CHANNEL 3, 
or CHANNEL 4 volume level between 6-10. When 
mixing more than one device, set each device's 
volume to about the same setting. 

5. Adjust the output amplifier's volume. 

6. When you are finished, set POWER to OFF, turn 
off the output amplifier, and turn off all audio 
devices. 




